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MEMORANDUM FOR RECORD      17 June 2004 
 
SUBJECT: DETERMINATION OF THE SUITABILITY OF SEDIMENT PROPOSED TO BE 
DREDGED FROM THE PORT OF SEATTLE TERMINAL 46 DREDGING PROJECT (2004-00190) 
FOR OPEN-WATER DISPOSAL AT THE ELLIOTT BAY OPEN-WATER DISPOSAL SITE, AS 
EVALUATED UNDER SECTION 404 OF THE CLEAN WATER ACT. 
 
1.  The following summary reflects the consensus determination of the Agencies that comprise the regional 

Dredged Material Management Program (DMMP) for the State of Washington.  The agencies include 
the Corps of Engineers, Department of Ecology, Department of Natural Resources, and the 
Environmental Protection Agency.  The agencies are charged with determining the suitability of dredged 
material for in-water disposal and have evaluated the proposed dredging of 27,000 cubic yards from the 
Port of Seattle Terminal 46 berthing area in East Waterway, Elliott bay, Washington.  

 
2.  The project was ranked high for testing purposes. The sampling and analysis plan was approved on 

March 18, 2004 by the DMMP agencies for an estimated total dredged material footprint volume of 
27,000 cubic yards. The sampling design called for collecting subsamples from within six DMMUs 
within the proposed dredging area. An additional DMMU located between Stations 7+00 and 24+00 
consisting primarily of riprap with very little sediment representing approximately 4,900 cy of riprap 
material was excluded from the characterization effort with the concurrence of the DMMP agencies. 
Sampling within the six DMMUs commenced on March 22, 2004, and six vibracorer samples (two 
within each DMMU) were collected successfully within three DMMUs (DMMU-1, DMMU-2 and 
DMMU-3).  However, repeated attempts to collect the required core samples at DMMUs 5 and 6 were 
unsuccessful due to the rocky substrate, which extended over both DMMUs.  The decision was made to 
use divers to collect samples at these locations, and at under-pier DMMU-4 on March 25.  At DMMU 6 
divers reported only a few inches of material overlying the riprap and rocky substrate. They were forced 
to modify their proposed sampling approach and used a scoop to collect material at 4 locations within 
the two DMMUs, as deep as possible between the riprap, which amounted to about 2 inches of material 
on average at DMMUs 5 and 6. They were unable to collect a sample at DMMU 4 because of the 
presence of a Container Ship at that location. On April 13, they resumed vibracore sampling activities at 
DMMU 4, but due to presence of extensive riprap, they were forced to resort to diver core samples of 
approximately 1 foot in depth at four locations within the DMMU. Figures 1-4 depicts the vicinity map 
and location of each sample collected among the DMMUs being characterized. The composited samples 
were collected for both chemisty and potential biological testing.  A tiered testing approach was initially 
proposed, and all samples for potential biological testing were archived at 4oC pending completion of 
the chemical analyses. 

 
 
3.  Relevant dates for regulatory tracking purposes are included in Table 1. 
 
Table 1.  Regulatory Tracking Information and Dates 

Initial SAP submittal date: March 2, 2004 
SAP approval letter date: March 18, 2004 
Sampling date(s): March 22, 25, April 13, 2004 
Sediment data characterization report submittal date: June 16, 2004 
DAIS Tracking Number POS46-1-A-F-198 
Recency Determination Date:   High  (2 years)                                     April 2006 

 
4.  The Sampling and Analysis Plan approved by the Agencies for testing for the six DMMUs was 

followed, and quality assurance/quality control guidelines specified by the PSDDA Users Manual were 



generally complied with. The data gathered were deemed sufficient and acceptable for decision-making 
by the DMMP agencies based on best professional judgment. 

 
5.  Table 2 provides an analysis summary of the results of the conventional parameters analyzed for the six 

composited DMMUs and all analytes exceeding DMMP chemical guidelines. Table 3 contains a 
complete inventory of chemical testing results for the six composited DMMUs. Chemical analysis of the 
six DMMUs indicated that three of the DMMUs had no detected or undected exceedances of chemicals 
of concern.  For the remaining three DMMUs, one two had mercury SL exceedances, and two had TBT 
SL exceedances, one had a 1,4-Dichlorobenzene SL exceedances, one had 2,4-Dimethylphenol, and two 
had Benzyl Alcohol exceedances. Bioaccumulation Triggers were exceeded for Mercury in one DMMU 
and in two DMMUs for TBT. The three remaining DMMUs therefore each required both bioassays and 
bioaccumulation testing to render a determination on suitability for unconfined-open-water disposal. 
The Port of Seattle determined that due to concerns about testing interfering with the tight construction 
schedule, they opted to not complete the biological testing. Therefore, DMMUs 3, 4, and 5, are 
considered unsuitable for unconfined open-water disposal based on Best-Professional-Judgement (BPJ) 
without completing the required biological testing. 

 
6.  The results of the chemical analysis for the six composited DMMUs, representing a total of 27,000 cy 

(=23,400 cy + 3,600 cy of overdepth + 10% contingency material) indicate that 13,961.5 cy is unsuitable 
for unconfined open-water disposal (e.g., DMMU’s 3, 4, and 5) and 13,038.5 cy is suitable for 
unconfined open-water disposal (e.g., DMMU’s 1, 2, and 6) at the Elliott Bay disposal site.   

 
7.  The uncharacterized DMMU located between Stations 7+00 and 24+00 consists predominately of riprap 

and is bounded on both sides by unsuitable material in DMMU-3, DMMU-4, and DMMU-5. Because of 
the concern for sediments bound to the riprap within the uncharacterized DMMU, the DMMP agencies 
are concerned about the potential suitability of this riprap for an upland beneficial use without some 
kind of washing to clean or remove the sediment bound to the riprap. The heavy concentration of riprap 
in unsuitable DMMU 5 also limits its utility for upland reuse, and all this material should be disposed of 
at an Ecology approved upland site.   

 
8.  This memorandum documents the suitability of sediment to be dredged from the Port of Seattle 

Terminal-46 Dredging Project for disposal at the Elliott Bay non-dispersive open-water disposal site. 
However, this suitability determination does not constitute final agency approval of the project. A 
dredging plan for this project must be completed as part of the final project approval process. A final 
decision will be made after full consideration of agency input, and after an alternatives analysis is done 
under Section 404(b)(1) of the Clean Water Act. 





 



 





 



                                     Table 2. DMMP Sediment Testing Summary and Evaluation for Port of Seattle T-46 Dredging Footprint.

DMMU ID: DMMU-1 DMMU-2 DMMU-3 DMMU-4 DMMU-5 DMMU-6

Rank: H H H H H H Legend:  
CHEMICAL NAME Units SL BT ML Conc. VQ Conc VQ Conc VQ Conc VQ Conc. VQ Conc. VQ                                     SL = Screening Level exceedance

 Mercury mg/kg 0.41      1.5        2.3           0.06                 U 0.05                   U 2.22           0.79                   0.13           0.23                    BT = Bioaccumulation Trigger exceedance
Chromium mg/kg 12.5                 24.7                   23.4           27.3                   23.8           34.5                   P = Pass (Suitable for UCOWD)
 TBT ion (porewater) ug/L 0.15      0.15      0.02                 U NPW  0.02           U 1.9                       2.2               0.3                      F(B) = Failure (UCOWD Unsuitable wo biological testing)
1,4-Dichlorobenzene ug/kg 110        120          1.0                   U 0.9                     U 1.0              U 180.0                 J 1.1              U 1.4                     U VQ = Validation Qualifier
2,4-Dimethylphenol ug/kg 29         210          19.0                 U 19.0                   U 48.0           18.0                   U 20.0           U 28.0                   U UCOWD = Unconfined open-water disposal 
Benzyl Alcohol ug/kg 57          870          19                    U 19                      U 20               U 720                    110            

 Total Solids % 74.1                 77.8                   73.8           68.6                   65.2           51.3                   

 Total Volatile Solids % 2.3                   1.5                     3.0              4.1                     3.2              5.0                     

 Total Organic Carbon % 0.77                 0.39                   4.6              2.7                     1.3              1.9                     

 Total Ammonia mg/kg 23.0                 16.0                   32.0           7.4                     4.4              3.8                     

 Total Sulfides mg/kg 190                  140                    1,200         820                    540            550                    

 Gravel % 0.01                 0.6                     0.1              26.6                   32.2           27.5                   

 Sand % 57.6                 77.8                   69.8           59.3                   50.7           44.5                   

 Silt % 33.1                 15.3                   19.4           8.3                     8.1              14.1                   

 Clay % 9.3                   6.3                     10.7           5.9                     9.1              13.7                   

 Fines (percent silt + clay) % 42.4                 21.6                   30.1           14.2                   17.2           27.8                   

 Eohaustorius estuarius hits: Not Tested Not Tested Not Tested

 Mytilus galloprovincialis hits:

 Neanthes arenaceodentata hits:

 Bioassay Determination: (P/F)

 BTs eyesceeded: no no yes yes yes no

 Bioaccumulation conducted: no no no no no no

 Bioaccumulation Determination: Not Tested Not Tested Not Tested

 ML Rule exceeded: no NO no no no no

 PSDDA Determination: PASS PASS FAIL(B) FAIL(B) FAIL(B) PASS

 DMMU Volume: cy 4,000              4,200                 3,800         4,900                 3,400         3,100                 Total Volume: 23,400  + 2 feet overdepth and 10% contingency = 27,000    
Mean Core sampling depth ft 8.5                   6                         9                 1                        0.125         0.125                 Vol. Failed . 12,100  + 1,861.5 = 13,961.5 
Maximum sampling depth (mudline) 9                      7                         9                 1.5                     0.125         0.125                 Vol. Pass 11,300  + 1,738.5                                                      = 13,038.5 
 DMMU ID: DMMU-1 DMMU-2 DMMU-3 DMMU-4 DMMU-5 DMMU-6

Failed:   3,800         4,900                 3,400         

Passed: 4,000              4,200                   3,100                 
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